
Rigidek Fitment Manual  

Ford Wildtrak T6 

Version 

1.3

 
 

Tools Required: 

 10 Ring-flat spanner 

 13Ring-flat spanner 

 ¼ inch socket wrench 

 ¼ inch 10mm long socket 

 ¼ inch 13mm long socket 

 3/8 inch Torx set with handle 

 17 Ring-flat Spanner 

 2-10 mm Allen-key set 

 Sika flex manual gun (Corking Gun) 

 Side Cutters 

 Combination pliers 

 Long nose pliers 

 Large flat screw driver 

 Small flat screw driver 

 Heatshrink 

 Insolation tape 

 Benzine 

 Sika Flex black 



Fitment instructions 
 

First item – please ensure that the fuse is removed from the fusebox BEFORE 

the wiring installation commences. 

 

Wiring Installation 

1. Fuse removed? Start by routing the 2-core wire harness from the battery of the 

vehicle backwards to the taillight. 

  
2. Fasten the wire harness with cable-ties to the chassis while avoiding moving 

parts, hot parts and heat shields. 

3. Remove left and right taillight and route wire from battery through the first 

taillight.  

 
4. The receiver and receiver harness will be placed inside this cavity  

5. Make sure the fuse has been removed from the fuse holder on the positive 

wire inside the engine bay. 



 

6. Connect the wires from the battery onto the receiver harness 

 
7. Connect ground wire to ground point inside the engine bay as indicated. 

 
8. Connect positive wire (with fuse holder) onto positive terminal of the battery. 

 
9. Remove any tools in the engine compartment. 

 



10. Route the wires through the opening inside the load-bin taking care not to 

strip-off the insulation or damage the wire for the locks. 

 
 

11. Attach the receiver unit into the Left Tail Light cavity using 3m VHB tape  

and sikaflex. 

 
 



12. Neaten up the wires using cable ties. 

 
13. Refit the Left hand taillight. 

14. Route the remaining wires required for the lock underneath the load-bin 

towards the other taillight. 

 



 

15. Route the wires through the taillight and through the cavity inside the load-

bin.  

            
16. Neaten up the wires inside the cavity with self adhesive cradles and cable ties. 

17. Close the taillight. 

 

EZDown Fitment 

18. Fit the EZ-down onto the vehicle by following the installation manual for the 

EZ-down (included inside the kit) 

 
 



             
 

            
 

            

 

             
 



  
 

 

 

 



Circlip positions 

 
 

 
 



Hinge Installation 

19. Install the Wildtrak hinge on to the load bin and fasten the bolts in the position 

as indicated. Use the M6x16 button head cap screws. 

 

 
 

 
 

Cab Side            Loadbin side  

 

View from between the Sportsbar and the Cab. Please note position of the hole 

through which the ‘R’-clip is to be fitted 

 

 



Siderail Installation 

20. Remove the Wildtrak plastic covers in the loadbin and remove the clamp bolts 

underneath the Wildtrak mouldings.  

 
21. Attach the Wildtrak clamp bracket onto the Wildtrak plastics using the bolts 

that you removed.  

 
22. Do not completely fasten the brackets just yet as you still need to fine tune the 

position. 



 

23. Mount the Wildtrak side rail (Aluminium) onto the brackets and using the 

templates, fasten the M6x16 Button head cap screws onto the brackets. 

 

 
24. The fine-tune the brackets now, making sure the entire Wildtrak side rail 

(Aluminium) is as close as possible towards the plastics of the Wildtrak. 

25. Remove the covering on the double sided tape to seal the Siderail to the 

moulding. 

  
26. Fasten the bolts underneath the plastics.  

 



27. Loosen the M6x16 button head cap screws and inject Sika Flex (Black) into 

the cavity, this will provide the watertight seal for the Rigidek. 

 

 
28. Tighten the bolts again and clean of the excess Sika flex fix using a cloth and 

benzene. 

29. Unfortunately the Wildtrak mouldings are not watertight so we need to inject 

Sika Flex between the mouldings as shown in the photos  

 

    
 

 
 

 

 



 

30. Slide 4 by M6x12 hex bolts (Set screw) onto each Wildtrak side rail’s top and 

bottom rail  

 
31. Attach the Strut Support Plate 1 on each rail on the 4 set screws closest to the 

cab as indicated in the image, use M6 washer and M6 locknuts to attach the 

plate to the bolts. 

32. Do not tighten the nuts as you will need to adjust the plate for the gas-spring 

later on in the fitment. 

33. Install the lock as indicated in the image and again do not completely tighten 

the nuts. 

 



 

34. You can now fit the Rigidek onto the vehicle, make sure the pins on the dek 

hook into the hinge receiver on the load-bin as shown in the image. 

 

      
 

Please note the Hinge on the Rigidek is fastened with three rivets - these are only 

for shipment purposes. You need to fit the Rigidek onto the vehicle - check the 

alignment of the dek on the vehicle and move the hinge around until the Rigidek 

fits perfectly. You will then need to drill new/more holes and rivet the hinge to the 

Rigidek using the rivets in the kit. There should be at least 8 rivets holding the 

hinge onto the Rigidek. 



35. Fit the ‘R’-clips to ensure the Rigidek does not slip off the hinge. 

             
36. Align your striker such that it is about 5mm away from the lockbox 

 
37. Tighten the M8 nuts on the striker and slide the top strut support plate  

 



 

38. To set up the gas-spring clip the gas-spring into the top strut support plate as 

indicated. Please note that the pressure side of the gas spring must be closer to 

the Lock Box and the shaft must be on the Strut Support Plate side (This is 

important as the gas-spring has a seal that works best when installed in this 

manner). 

      
 

 

39. Now set up the Strut Support Plate on the side rail using the gas-spring to 

measure the distance as indicated in the image. Fasten the nuts. 

 

 
 

40. Tighten the nuts and clip on the gas-springs  

 



 

41. To set up the locks you will need somebody to help you hold the dek in the 

closed position.  

 
42. The lock needs to be closed and on the second latch for the setup.  

43. Pull the lock down and as level as possible then tighten the nuts. 

 

44. Manually unlock the Rigidek by pressing the Manual Unlock Button’ 

 
 

 

 



45. Connect the wires you ran into the load bin into the motor’s wires this will 

enable the dek to open remotely. 

 
 

 

 
46. Hide the remaining wires using cable ties and self adhesive cable cradles. 

 



Remote Tailgate Unlock Instalation 

47. Where Tailgate Unlocking is specified the tailgate plastics must be removed 

and the electric motors installed as per the following photos. Drill holes for the 

Rivets and rivet the brackets onto the Tailgate. The wiring harness needs to be 

routed through the OEM grommets. 

             
 

             
 

48. Mount the Kicker in this position – this is required to add momentum to the 

Tailgate to allow it to open 

 



49. Do a final check on the installation to ensure that you have sealed all the 

necessary places, that all bolts and nuts are fastened, and that the locks are 

working properly. 

50. Fit the Fuse into the Fuse Holder at the battery and close the fuse holder 

 
51. The Rigidek is now installed on the vehicle, close the dek and press the remote 

to check that it is working properly.  

 

 

 

Please call + 27 (0)12 653 0909 if any assistance is required. 


